Certificate of constancy of performance - B M BWA
0761.(PR.1125 I TUBRAUNSCHWEIG

| Materialprufanstalt
Institut fir Baustoffe, | fiir das Bauwesen

Z-3/1597/22 (no. of agreement) Massivhau und Brandschutz |

In compliance with Regulation 305/2011/EU of the European Parliament and of the Council of 9 March 2011
(the Construction Product Regulation or CPR), this certificate applies to the
constructjon.product
Stretched ceilings with the trade names:

‘Teqtum Euro white 7 329, 7 153'
produced by or for

TEQTUM EUROPE Sp.z 0.0.
Ul. Grochowska 44/U3
04-282 Warszawa
Poland

in the manufacturing plant
Factory 1.
This certificate attests that all provisions concerning the assessment and verification of constancy of
performance described in Annex ZA of the standard
EN 14716:2004
under system 1 for the performance set out in this certificate are applied and that the factory production
cantrol conducted by the manufacturer is assessed to ensure the
constancy of performance of the construction product.
This certificate was first issued on 2022-06-15 and will remain valid-until 2027-06-14, as neither the

harmonised standard, the construction product, the AVCP method nor the manufacturing conditions in the
plant are modified significantly, unless suspended or.withdrawn by the product certification body.

Braunschweig, 2022-06-15




Certificate of constancy of performance i Ml’ A
0761"CPR‘1126 IBMB TUBRAUNSCHWEIG
| Materialprifanstalt

Z-3/1597/22 (no. of agreement) Institut far Baustoffe, | fur das Bauwesen
Massivbau und Brandschutz |

In compliance with Regulation 305/2011/EU of the European Parliament and of the Council of 9 March 2011
(the Construction Product Regulation ar CPR); this certificate:applies to the
construction product
Stretched ceiling with the trade name:
‘Teqtum Euro white 7 337
produced by or for

TEQTUM EUROPE Sp. z 0.0.
Ul. Grochowska 44/U3
04-282 Warszawa
Poland

in the manufacturing plant
Factory 1.
This certificate attests that all provisions concerning the assessment and verification of constancy of
performance described in Annex ZA of the standard
EN 14716:2004
under system 1 for the performance set out in this certificate are applied and that the factory production
control conducted by the manufacturer is assessed to ensure the
constancy of performance of the construction product.
This certificate was first issued on 2022-06-15 and will remain valid until 2027-06-14, as neither the

harmonised standard, the construction product, the AVCP method nor the manufacturing conditions in the
plant are modified significantly, unless suspended or withdrawn by the product certification body.

Braunschweig, 2022-06-15
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